SPECIFICATIONS FOR ABOVE GROUND
PRE-INSULATED PIPE WITH HEAT TRACE TUBE
Carrier Pipe Types:
A-53 Grade B Schedule 40 seamless or ERW for 2” and larger; 1 ½” and below to be threaded A106 Grade B Seamless SCH 160 Lengths shall be 20’ or 40’, random as specified.
Insulation:

Carrier pipe insulation is hi-temp foam insulation K Factor of .165 density of 2 PCF, closed cell content of 90%, compressive strength of 35 psi, and carrier temperature of 300˚F and shall conformance to  ASTM Standards D1621, 1622, 1612, 2126, 2842, 2856, and C518-91. Insulation must meet 25/50 flame smoke requirements, and information must be given at time of bid.
1” EMT Heat Trace Tube or Tubes will be incorporated into pre-insulated piping system.  Heat trace will be must be designed for frost protection. Pre-insulated piping manufacturer responsible for providing heat trace and design.




All straight joints and fitting joints shall be insulated using material supplied by system manufacturer. Pull ports to be utilized every 50-100 feet.
Jacket Fitting & Joint Covers:

Provide metal covers designed to fit snug on the jacketing to provide a watertight closure. All covers shall be banded in place with 3/8” wide stainless steel straps and will be the same thickness as the jacketing.
Anchors:
All anchors will be ½” thick  steel plate welded to internal pipe and sealed at jacket areas per manufacturer’s recommendations.
Approved Vendors:

Above Ground Heat Trace System by Rovanco, Joliet, Illinois. All other manufacturers wishing to bid on this project must provide the engineer with certified test data from either foam manufacturer or an independent testing agency that the product is capable of withstanding the service temperature continuously. The manufacturer shall obtain written approval from the engineer 10 days prior to bid date. Must provide independent testing data for foam certification; must meet specifications.
	


Jacket Size�
Aluminum Jacket Spiral Aluminum with impact and Chemical resistance equivalent to H-14 Temper T-3003 in accordance with ASTM-B-313 specifications.�
Galvanized Steel Jacket Spiral Seam Galvanized Steel in accordance with ASTM A-366 ASTM A-526 G-90�
�
�
�
�
�
4�
26 Gauge�
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26 Gauge�
�
10�
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Copyright 1999 – Rovanco’s products are covered by various U.S. patents.  Rovanco & Insul-8 are federally registered trademarks.





                       Contact Your Rovanco® Representative


		ROVANCO 20535 S.E. Frontage Road


                                                                  Joliet, Illinois 60431


                             		         Tel: 815-741-6700  


				         Fax: 815-741-4229


                                                             








